


EXTRA-LENGTH VEHICLE COMBINATIONS OVERLEGAL PERMIT CONDITIONS CHAPTER 22 
 

22.3 GENERAL CONDITIONS AND REQUIREMENTS FOR EXTRA LENGTH 

Extra-Length Vehicle Combinations.  Vehicle combinations operating with an overall length in excess of the limits imposed in Section 49-1010, Idaho 
Code, shall consist of not more than four (4) units, shall not exceed one hundred fifteen (115) feet overall and no such vehicle combination shall include 
more than three (3) cargo units except that a full truck and full trailer may have an overall length in excess of seventy-five (75) feet but not in excess of 
eighty-five (85) feet including load overhang. 

Power Unit.  The power unit of extra-length combinations shall have adequate power and traction to maintain a minimum of fifteen (15) miles per hour 
under normal operating conditions on any up-grade over which the combination is operated.   

Connecting Devices.  Fifth wheel, drawbar, and other coupling devices shall be as specified by Federal Motor Carrier Safety Regulations, Part 393, 
which shall be considered to be a part of this chapter. 

Weather Restrictions.  The movement of vehicles by extra-length permit shall be prohibited and otherwise valid permits shall automatically become 
invalid enroute when travel conditions become hazardous due to ice, snow or frost; when visibility is restricted to less than five hundred (500) feet by fog, 
dust, smoke, smog, or other atmospheric conditions.  Speed shall be reduced when such conditions exist.  The state may restrict or prohibit operations 
during periods when in the state's judgment traffic, weather, or other safety conditions make such operations unsafe or inadvisable. 

Trailer Weight Sequence.  In any extra-length combination, the respective loading of any trailer shall not be substantially greater than the weight of any 
trailer located ahead of it in the vehicle combination.  (Substantially greater shall be defined as more than four thousand [4,000] pounds heavier. 

Insurance Requirements.  Proof of a minimum of five hundred thousand dollars ($500,000) combined single limit insurance must be carried in vehicle. 

Operating Restrictions. Operators of all vehicle combinations governed by this chapter shall comply with the following operating restrictions: 

A minimum distance of five hundred (500) feet shall be maintained between combinations of vehicles except when overtaking and passing. 

Except when passing another vehicle traveling in the same direction, the combination shall be driven so as to remain at all times on the right hand side 
of the centerline of a two (2) lane, two (2) way highway, or on the right hand side of a lane stripe or marker of a highway of four (4) or more lanes. 

22.4 OVERLEGAL PERMIT ATTACHMENTS AND REQUIREMENTS 

Permit Attachments.  All vehicles in extra-length operation shall be allowed to travel under the authority of overlegal permits issued to the power unit.  
A copy of this chapter shall accompany and shall be a part of the annual pilot project permit.  An allowable gross loads table up to 129,000 lbs shall 
accompany and be referred to on the face of the permit.  Operations shall be valid only on routes of the state highway system designated for such 
purposes as set forth on the color coded map of designated routes which shall accompany the permit, and is available at the Overlegal Permit Office & 
Ports of Entry.   

Permit Requirements and Special Requirements.  Permits issued for operations of extra-length combinations shall be subject to the general 
requirements listed above, and to the following special conditions. 

a.  Off-Track Computation form.  The form will provide internal dimensions of the combination and computation of off-track as evidence of compliance 
with maximum off-track requirements specified for the designated route being traveled.  The completed Off-Track  Computation form, when required, 
shall be available for inspection by enforcement officers with the permit for the extra-length vehicle combination.  When the Off-Track Computation form 
is required, the permit shall be invalid until the form is completed and available for inspection. 

b.  Extra-length permits shall become automatically invalid subject to conditions cited in Chapter 23. 

22.5 EXCEEDING ALLOWED LENGTH AND/OR OFF-TRACK LIMITATIONS 

Extra-length vehicle combinations apprehended for exceeding allowed length and/or off-track limitations as set forth in this chapter shall be subject to the 
following course of action: 

The vehicle combination will be escorted by the apprehending officer to the first safe parking location; and 

The driver of the extra length vehicle combination will be issued a single trip, one (1) day permit via a specified route to the nearest permitted route.  The 
condition of this permit shall require an advance pilot/escort vehicle to escort the extra-length vehicle combination, and the pilot/escort vehicle shall meet 
the pilot/escort vehicle requirements as set forth in Chapter 12. 

22.6 PILOT PROJECT TO EXCEED 105,500 LBS UP TO 129,000 LBS 

In addition to the previously stated requirements that must be met, vehicles operating at weights in excess of 105,500 lbs, must also meet the following 
requirements: 

a. All axles must be equipped with brakes. 

b. Permits will be vehicle specific and will list the axle spacings, number of axles and the gross weight.  The state issued permit must be 
displayed in the lower right hand corner of the windshield. 

c. Trip logs will be required to be submitted quarterly in a standard format and submitted electronically with the following information: 

1. Each trip must be listed ( a trip is defined as each way unladen or laden) 

2. Date trip occurred   3.     Origin 

4. Destination    5.     Route (list each highway traveled) 

6. Gross weight of vehicle configuration (unladen or laden) 

7. Unit # 

d. The Motor Carrier�s failure to submit trip logs quarterly, as required above, will result in the revocation of all pilot project permits issued to 
the carrier.  Upon submission of all delinquent trip logs, new permits may be issued. 








